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-Internal Use Only Level Info-  
 

[Description] 
The software of the DWR-R03D is updated. (V1.30) 

 
 
[Change point] 

<Added Function> 
Due to add the setting menu of “GATEWAY” following functions would be able to select. 
 
1. DWR-R03D and “Wireless Studio” can be communicated by “Multi-Subnet” environment. 

However, Wireless Studio must be upgraded to V5.30 and upper. 
- Added the “GATEWA” setting menu in “NETWORK/RECEIVER IP” at “UTILITY” menu. 

IP address of default Gateway can be selected. 
 

2. DWR-R03D and “Dante equipment” can be communicated by “Multi-Subnet” environment. 
However, “Dante Domain Manager” is required on the network if communicate between different 
networks. 
- Added the “GATEWA” setting menu in “NETWORK/DANTE MAIN IP” at “UTILITY” menu. 

IP address of default Gateway can be selected. 
 

<Malfunction Fixes> 
None 

 
 

[Preparation] 
<Software File> 

DWR-R03D_Version1_30_Updater.zip 
 

<Others> 
Personal computer 

OS:   Windows8(Windows8.1), or Windows 10 
LAN cable:  Crossover connection (when connecting to a PC directly) 

Straight connection (when using a hub) 
 
 
[Installation Procedure] 

<Condition> 
None 

 
<Procedure> 

Refer to technical memo, APM11-16. 
 

 
 
[Confirmation/Adjustment] 

- Confirm the version of the unit. 
1. Turn the power of the unit to ON. 
2. Press [UTILITY] button. 
3. Turn the JOG dial of the TUNER 1 side to move the cursor to “VERSION”. 
4. Confirm if the version of the unit is 1.30. 
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- Confirm the version of each device. 
1. Perform the above operations to move the cursor to “VERSION”. 
2. Turn the JOG dial of the TUNER 1 side more than two clicks in the clockwise direction, 

and press [PUSH/ENTER]. 
3. Repeat step 2 three times to enter the test mode. 
4. Turn the JOG dial of the TUNER 1 side to display “VERSION DETAIL 1”. 
5. Check that the software versions of CPU, FPGA and REMOTE are the same as the ones of  

V1.30 in the table below. 
6. Turn the JOG dial of the TUNER 1 side to display “VERSION DETAIL 2”. 
7. Check that the CH PLAN is set as the one of V1.30 in the table below in accordance with 

the respective destination. 
 

 V1.01 V1.20 V1.21 V1.30 
CPU 180507A 190305A 200302A 200917A 
FPGA 180418A 190218A <- <- 
REMOTE 180329A <- <- <- 
CH 
PLAN 

JW 180123A <- <- <- 
JG 180113A <- <- <- 
U1438 180131A <- <- <- 
CE2151 180113A <- <- <- 
CN2935 - - 190326A <- 
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